


PLEASE CHECK THE OPERATING INSTRUCTIONS
PROVIDED WITH YOUR BATTERY
FOR PROPER CHARGING VOLTAGES

5-1) SETTING THE
FLOAT VOLTAGE

SEE MANUAL
SECTION
2.22

5-2) SETTING THE

EQUALTIZE VOLTAGE

SEE MANUAL
SECTION
2.32

5-3) SETTING THE
EQUALTZE
TIMER HOURS

SEE MANUAL
SECTION
2.23

5-4) SETTING THE
HIGH DC VOLTAGE
ALARM

SEE MANUAL
SECTION
2.24

5-5) SETTING THE
LOW DC VOLTAGE
AaLARM

SEE MANUAL
SECTION
2.24

5-6) SETTING THE
CURRENT LIMIT

SEE MANUAL
SECTION
2.25
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— PRESS EDIT/ENTER KEY

RED DC VOLTS LED WILL FLASH
GEEEN FLOAT LED WILL FLASH
LCD DISPLAY WILL FLASH THE FLOAT VOLTAGE

- PRESS THE ARROW KEYS

UP ARROW KEY WILL INCREASE
DPOWN aRROW WILL DECREASE

— PRESS EDIT/ENTER KEY

WILL SAVE YOUR CHANGES
AND GO TO THE NEXT PARAMETER

— PRESS EDIT/ENTER KEY

RED DC VOLTS LED WILL FLASH

YELLOW EQLZ LED WILL FLASH

LCD DISPLAY WILL FLASH THE EQLZ VOLTAGE
- PRESS THE ARROW KEYS

UP ARROW KEY WILL INCREASE

DOWN AaRROW WILL DECREASE
— PRESS EDIT/ENTER KEY

WILL SAVE YOUR CHANGES
AND GO TO THE NEXT PARAMETER

— PRESS EDIT/ENTER KEY

RED EQLZ HRS REMAINING LED WILL FLASH
YELLOW LEDS MANUAL TIMER AND AUTO-EQLZ TIMER WILL FLASH
LCD DISPLAY WILL FLASH THE EQLZ HOURS

— PRESS THE ARROW KEYS

UP ARROW KEY WILL INCREASE
DOWN AaRROW WILL DECREASE

— PRESS EDIT/ENTER KEY

WILL SAVE YOUR CHANGES
AND GO TO THE NEXT PARAMETER

— PRESS EDIT/ENTER KEY

RED DC VOLTS LED WILL FLASH
RED LOW DC VOLTAGE WILL FLASH
LCD DISPLAY WILL FLASH THE LOW DC VOLTAGE ALARM

- PRESS THE ARROW KEYS

UP ARROW KEY WILL INCREASE
DPOWN aRROW WILL DECREASE

— PRESS EDIT/ENTER KEY

WILL SAVE YOUR CHANGES
AND GO TO THE NEXT PARAMETER

— PRESS EDIT/ENTER KEY

RED DC VOLTS LED WILL FLASH

RED LOW DC VOLTS WILL FLASH

LCD DISPLAY WILL FLASH THE LOW DC VOLTAGE ALARM
— PRESS THE ARROW KEYS

UP ARROW KEY WILL INCREASE

DOWN ARROW WILL DECREASE
— PRESS EDIT/ENTER KEY

WILL SAVE YOUR CHANGES
AND GO TO THE NEXT PARAMETER

— PRESS EDIT/ENTER KEY

RED DC AMPS LED WILL FLASH
LCD DISPLAY WILL FLASH THE LIMIT SETTINGS

- PRESS THE ARROW KEYS

UP ARROW KEY WILL INCREASE
DPOWN aRROW WILL DECREASE

— PRESS EDIT/ENTER KEY

WILL SAVE YOUR CHANGES
AND GO TO THE NEXT PARAMETER




